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The reference title and language for this EAD is English. The applicable rules of copyright refer to the document elaborated in and 

published by EOTA. 
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at the time of issue and is published in accordance with the relevant provisions of Regulation (EU) 305/2011 as a basis for the 
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1 SCOPE OF THE EAD 

1.1 Description of the construction product 

EAD 210058-00-0504 applies. 

This EAD is a variant to EAD 210058-00-0504 due to the need for different cornerstones of the actions to 
be undertaken by the manufacturer of the product in the procedure of assessment and verification of 
constancy of performance for components not produced by the manufacturer himself. 

1.2 Information on the intended use(s) of the construction product 

1.2.1 Intended use(s) 

EAD 210058-00-0504 applies. 

1.2.2 Working life/Durability 

EAD 210058-00-0504 applies. 
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2 ESSENTIAL CHARACTERISTICS AND RELEVANT ASSESSMENT 
METHODS AND CRITERIA 

All undated references to standards in this EAD are to be understood as references to the dated versions 
listed in chapter 4. 

 

2.1 Essential characteristics of the product 

Table 2.1.1 shows how the performance of the product is assessed in relation to the essential 
characteristics. 

Table 2.1.1 Essential characteristics of the product and methods and criteria for assessing the 
performance of the product in relation to those essential characteristics 

No Essential characteristic Assessment method Type of expression of 
product performance 

Basic Works Requirement 2: Safety in case of fire 

1 Reaction to fire EAD 210058-00-0504; Clause 
2.2.1 

Class 

2 Propensity to undergo 
continuous smouldering 

EAD 210058-00-0504; Clause 
2.2.2 

Description 

Basic Works Requirement 3: Hygiene, health and the environment 

3 Content, emission and/or 
release of dangerous 
substances 

EAD 210058-00-0504; Clause 
2.2.3 

Description/Level/Class 

Basic Works Requirement 5: Protection against noise 

4 Sound absorption  EAD 210058-00-0504; Clause 
2.2.4 

Level 

Basic Works Requirement 6: Energy economy and heat retention 

5 Thermal resistance EAD 210058-00-0504; Clause 
2.2.5 

Level 



European Assessment Document – EAD 210058-00-0504-v01     6/9 

 

© EOTA   

2.2 Methods and criteria for assessing the performance of the product in 
relation to essential characteristics of the product 

 

EAD 210058-00-0504 applies.



 

© EOTA   

3 ASSESSMENT AND VERIFICATION OF CONSTANCY OF PERFORMANCE 

3.1 System(s) of assessment and verification of constancy of performance to 
be applied 

EAD 210058-00-0504 applies. 

3.2 Tasks of the manufacturer 

The cornerstones of the actions to be undertaken by the manufacturer of the product in the procedure of 
assessment and verification of constancy of performance are laid down in Table 3.2.1. 

Table 3.2.1 Control plan for the manufacturer; cornerstones 

No Subject/type of control Test or control 
method 

Criteria, 
if any 

Minimum number 
of samples 

Minimum frequency 
of control 

Factory production control (FPC) 
[including testing of samples taken at the factory in accordance with a prescribed test plan] 

1 Reaction to fire 
including propensity to 
undergo continuous 

smouldering1 

EAD 210058-00-
0504, 2.2.1 and 
2.2.2 

Control 
plan 

at least 1 
(depending on 
the test method 
applied) 

With production 
start and: 

• EN ISO 11925-2 
every three 
month 

• EN 13823 once a 
year 

• EN 16733 once 
per two years 

2 Thickness of the 
composite-based panel 
as well as of the 
materials used for the 
various layers 

Control plan Control 
plan 

3 per batch 

3 Mass per unit area of 
the composite-based 
panel as well as of the 
materials used for the 
various layers 

Control plan Control 
plan 

3 per batch 

4 Content, emission 
and/or release of 
dangerous substances 
(product) 

EAD 210058-00-
0504, 2.2.3 

Control 
plan 

1 With production 
start and every 
5 years 

5 Formaldehyde emission 
(wood-based core 
layers) 

EN 717-1 

EN ISO 12460-32 
EN ISO 12460-

52 (*) 

Control 
plan (**) 

3 Once every 8 h and 
each delivery of 
incoming materials 

6 PCP 
(wood-based core 
layers) 

EAD 210058-00-
0504, 2.2.3.2 (*) 

Control 
plan (**) 

1 Once every 8 h and 
each delivery of 
incoming materials 

 
1  In addition to the indirect tests according to rows 2, 3, 7, 11 and 12. 

2 Derived method: A product-related correlation shall be determined compared to the method in accordance with EN 717-1. 
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No Subject/type of control Test or control 
method 

Criteria, 
if any 

Minimum number 
of samples 

Minimum frequency 
of control 

7 Coverage of adhesives Control plan Control 
plan 

1 Continuously, 
during the 
production process 

8 Adhesion of the coating EN ISO 2409 Control 
plan 

1 Continuously, 
during the 
production process 

9 Sound absorption EAD 210058-00-
0504, 2.2.4 

Control 
plan 

1 With production 
start and every 5 
years 

10 Thermal resistance EAD 210058-00-
0504, 2.2.5 

Control 
plan 

1 With production 
start and every 5 
years 

11 Check of incoming raw 
materials 

Control plan (*) Control 
plan (**) 

1 Every delivery 

12 Check of chemical 
composition 

An incoming 
inspection of all 
delivered raw 
materials shall be 
carried out at the 
plant site. It shall 
be determined 
whether the 
delivered raw 
materials meet 
all the relevant 
characteristic 
values as 
specified by the 
manufacturer. (*) 

Control 
plan (**) 

1 Continuously, 
during the 
production process 

For components not produced by the manufacturer himself, which are produced by the supplier under 
the specifications of the manufacturer, the following methods and criteria apply: 
(*)  Checking of delivery documents and/or supplier test results 
(**)  Conformity with the order 

 

3.3 Tasks of the notified body 

EAD 210058-00-0504 applies. 

Table 3.3.1 Control plan for the notified body; cornerstones 

EAD 210058-00-0504; Table 3.3.1, applies. 
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4 REFERENCE DOCUMENTS 

 

EAD 210058-00-0504 applies. Additional reference mentioned in this EAD Variant: 

EAD 210058-00-0504 Wood-based composite panels for indoor wall or ceiling design or both 

EN ISO 2409:2020 Paints and varnishes – Cross-cut test 

EN ISO 12460-3:2023  Wood-based panels – Determination of formaldehyde release – Part 3: Gas 
analysis method 

EN ISO 12460-5:2015 Wood-based panels – Determination of formaldehyde release – Part 5: 
Extraction method (called the perforator method) 

EN 717-1:2004 Wood-based panels – Determination of formaldehyde release – Part 1: 
Formaldehyde emission by the chamber method 
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