Exposure procedure for accelerated ageing by hot water

TR 012
Edition May 2004
Technical Report 012 revised
Exposure procedure for accelerated ageing by hot water
Edition May 2004

1 Scope
This EOTA Technical Report specifies the exposure procedure for accelerated ageing by hot water and the method for conditioning test specimens of installed products of liquid applied roof waterproofing kits, in order to determine the possible effect of this exposure on various characteristics of the installed product, by comparative testing.

2 Principle
The conditioning of test specimens is performed by exposing the upper weathering surface of the test specimen to water at a defined temperature during a specified period of time.

3 Apparatus
3.1 Ventilated oven
Ventilated oven with temperature control in the range of 25 - 100°C to an accuracy of ± 2 °C.

3.2 Reservoir
Reservoir of a suitable size to contain the water.

3.3 Clamps
Clamps or other suitable means (e.g. adhesive and or sealant) to attach the reservoir to the test specimen.

3.4 Means to prevent evaporation
To reduce the rate of water loss.
4 Test specimen
The test specimen is the installed products of the roof waterproofing kit, applied in accordance with the manufacturer's instructions to the appropriate substrate(s) having size of (300 + 50/0) mm x (300 + 50/0) mm.

5 Procedure
5.1 Attach the reservoir to the test specimen by clamping or bonding use a silicon sealant to ensure a watertight seal to the test specimen.
Allow the sealant to set in accordance with the manufacturer's instructions.

5.2 Introduce water to a depth of 100 mm over the specimen and ensure that the water surface is covered with means to prevent evaporation.

5.3 Place the test specimen and attach reservoir into the oven at the required temperature.

5.4 Maintain the required temperature and the water level during the specified period of time.

5.5 At the end of the exposure period remove the test specimen from the oven, discharge the water and bring the specimen back to ambient temperature. Remove the reservoir from the test specimen and maintain the test specimen at ambient temperature for 24 hours before further testing.

6 Expression of results
6.1 Examine visually unexposed and exposed test specimens and record any occurred exposure effects.

6.2 Observe, compare and record the differences in appearance of the unexposed and exposed test specimens as regards their relevant characteristics.

7 Test report
The test report shall include the following information:

a. reference to this Technical Report;
b. the name of the testing laboratory;
c. date and period of exposure;
d. description of the installed product, including shape, dimensions and substrate(s);
e. type of exposure, temperature and period of time;
f. all visual observations;
g. results of evaluation of exposure effects;
h. all operating details, not specified in this Technical Report, as well as incidents likely to have influenced the process.